


READY FOR THE FIELD.
Thank you for purchasing the Pulsefire Backpack Kit, which boosts your capacity to 
about 3.3 gallons, allowing you nearly 5 minutes of fuel at your disposal with the 
standard nozzle.

With this slim backpack reservoir, youØll be able to spend more time sending fire 
than filling up your fuel tank.

WEØRE HERE FOR YOU.WEØRE HERE FOR YOU.
A company is only as good as its people. We will always do everything in our power 
to make your experience the best it can be, before and after purchasing. If it's broke, 
we'll fix it. If you have a question, we'll answer it. If you just want to tell us how much 
you enjoy your torch, weØll thank you.

Give us a call at (772) 204-0700 or e-mail us at info@exothermic.tech with any 
questions or concerns and weØll do our best to help!

HOSE ADAPTER INCLUDED
If your Pulsefire LRT is an older model that didnØt include a 37 flare fitting 
pre-installed in the fuel pump, weØve included one in this kit for maximum 
compatibility.

ThisThis fitting makes changing between backpack and handheld much simpler. Insert 
this 2-piece fitting into your plain rubber hose and tighten the clamp. Now youØve 
transformed it into a hose assembly that can quickly thread onto the 37 flare male 
fitting you installed when setting up your backpack. 

Once you install the new fuel pump fitting, youØll never have to remove it again. 
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IMPORTANT SAFETY AND USAGE INFORMATION

FILLING/REFUELING
DO NOT open cap unless backpack is on ground 
or grounded surface. ALWAYS pour fuel with fuel 
supply nozzle making direct contact with 
reservoir or funnel. Adhering to these guidelines 
will help prevent static buildup risks.

BEFORE USEBEFORE USE
ALWAYS inspect reservoir, hose, and hose 
connections for fuel leaks. DO NOT use if you 
detect or suspect any fuel leaks. Contact 
Exothermic Technologies for instructions if a fault 
is found.

STORAGE
UnitUnit should be stored with reservoir no more than 
3/4 full to allow for expansion.  Disconnect battery 
and store separately in a fireproof area away from 
water/heat/sparks or other physical hazards. 
Battery should be stored with its charge around 
11.1-11.3 volts for maximum longevity.

GENERAL
KeepKeep out of reach of children. DO NOT expose to or 
use in temperatures greater than 140F or lower 
than 0F. DO NOT drop or impact. DO NOT 
transport while filled with fuel. 

WEØRE HERE FOR YOU.
Give us a call at (772) 204-0700 or e-mail us at info@exothermic.tech with any 
questions or concerns and weØll do our best to help!

Exothermic Technologies
7356 Commercial Cir Unit D
Fort Pierce, FL 34951
NOT OPEN TO PUBLIC 

THIS IS A SUPPLEMENTARY USER MANUAL.
READ AND FOLLOW THE INSTRUCTIONS PROVIDED IN YOUR 

TORCH SYSTEMØS USER MANUAL BEFORE USE.
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ASSEMBLY AND USE: LRT ....................................

ASSEMBLY AND USE: UBF ..................................

WARRANTY ......................................................................
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THIS MANUAL CONTAINS IMPORTANT SAFETY WARNINGS AND USAGE 
INSTRUCTIONS. READ AND UNDERSTAND BEFORE USE. DO NOT DISCARD.
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ASSEMBLY AND USE: LRT

If your LRT has a 37 flare  fitting pre-
installed, use a wrench (16 mm) to 
hold the fuel pump fitting while using 
another wrench (16 mm or adjustable) 
to unscrew the hose assembly from 
the fitting (Figure 5).  Skip to step 4.

Once your standard fuel 
tank is empty, use a 13 mm 
wrench to remove the two 
screws holding the fuel 

tank to the body (Figure 1). 

1

Loosen the clamp securing 
the hose to the fuel pump 
fitting and pull the hose 
off (Figure 2). 

2
Use a 16 mm wrench to 
unscrew and remove the 
hose barb fitting from the 
fuel pump (Figure 3). 

Remove the copper washer from the 
fitting for re-use.

TTake the included 37 flare fitting 
fitting and place the copper washer 
over the threads. Install the fitting 
into the fuel pump and be sure to keep 
the sealing washer as centered as 
possible, or leaks may occur. Tighten 
to 80 in-lb (Figure 4). Do not 
over-tighten. over-tighten. 
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Figure 1

Figure 2

Figure 3

Figure 4

H
O
LD

LO
O
SE
N
/T
IG
H
TE
N

Figure 5 Backpack 
hose shown
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Fill with fuel, check for 
leaks, and the system is 
ready. Adhere to all 
instructions and warnings 

contained in the main Pulsefire LRT 
ownerØs manual.
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Thread on the straight hose end to the 
backpack fitting fully by hand and as 
straight as possible (Figure 9).

Use a wrench to tighten to 15 ft-lb 
(180 in-lb).

Take the included braided 
hose assembly and thread 
the 45 degree hose end 
onto the fuel pump fitting 

at an angle that is comfortable for use 
(Figure 8). Usually this means making 
the hose pointed out away from your 
body.body. If right-handed, make hose 
route out to the right of the unit.  Once 
fully threaded and snug, use a 19 mm 
wrench to tighten to 20 ft-lb (240 
in-lb). 

IMPORTANT: Hold the fuel pump 
fitting with a 16 mm wrench while 
tightening the hose assembly onto 
the fitting. This will prevent you from 
inadvertently turning and over tight-
ening the fitting into the the fuel 
pump (Figure 5). The goal is to tighten 
thethe two fittings to each other; we 
donØt want to turn the pump fitting.
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Install a copper flare seal 
on both male fittings by 
carefully placing it over 
the flare on the fuel pump 

fitting (Figure 6) and the backpack 
fitting (Figure 7). Ensure they remain 
straight and in-place during the next 
step.step.
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COPPER SEALS ARE VERY FRAGILE 
AND EASY TO BEND OR DAMAGE. BE 
EXTREMELY GENTLE.

Figure 6

Figure 7

Figure 8

Figure 9



Use a 16 mm wrench to 
unscrew and remove the 
UBF hose assembly from 
the onboard fuel tank 

fitting (Figure 11). 

1

Install a copper flare seal 
on one end of the 
male-male adapter by 
carefully placing it over 

the flare (Figure 12).
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Figure 11

Figure 12

Figure 13

UBF Hose 
Assembly

Backpack Hose
AssemblyFigure 14

Figure 15

Use two 16 mm wrenches 
(or one 16 mm + one 
adjustable) to install the 
UBF hose assembly to the 

adapter and tighten to 20 ft-lb (240 
in-lb). Use care to ensure the copper 
flare seal remains straight and 
in-position in-position (Figure 13).
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Place a copper flare seal 
onto the backpack fitting, 
and thread on the straight 
hose end to the backpack 

fitting by hand and as straight as 
possible. Use a 19 mm wrench to 
tighten to 15 ft-lb (180 in-lb) (Figure 
15)15). 
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Repeat the process for the 
other end of the adapter, 
installing the 45 degree 
end of the backpack hose 

assembly onto the fitting and tighten 
to 20 ft-lb (240 in-lb) using a 19 mm 
wrench (Figure 14).
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Fill with fuel, check for 
leaks, and the system is 
ready to use. 6

16 
mm

16
 m
m

16 mm

19 mm

16 m
m

6

ASSEMBLY AND USE: UBF






