


WELCOME TO QUALITY.

Thank you for choosing the Pulsefire UBF, the epitome of ignited fuel stream
technology. You own the best, because we don®@do anything less.

Qur products have been developed to be as safe as propelling ighited liquid fuel can
be. There are always inherent risks with use, but a thorough understanding of its
operation and a respect for its capabilities will go along way.

When you handle the products we produce, you'll immediately notice the level of
guality that comes with impeccable attention to detail in manufacturing. Every
product we build is a perfect union of precision machining, metal forming, TIG
welding, and assembly.

WE®RE HERE FOR YOU.

Acompany is only as good as its people. We will always do everything in our power
to make your experience the best it can be, before and after purchasing. If it's broke,
well fix it. If you have a question, we'll answer it. If you just want to tell us how much
you enjoy your torch, wel thank you.

Give us a call at (772) 204-0700 or e-mail us at info@exothermic.tech with any
guestions or concerns and we@ do our best to help!

Exothermic Technologies
= ‘-‘- = N o~ 7356 Commercial Cir Unit D
= X 'y MERMIC Fort Pierce, FL 34951

NOT OPEN TO PUBLIC
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THIS MANUAL CONTAINS IMPORTANT SAFETY WARNINGS AND USAGE
INSTRUCTIONS. READ AND UNDERSTAND BEFORE USE. DO NOT DISCARD.

The valve at the nozzle must be opened before use.
Thevalvein this imageis closed. Turn lever 90 degrees,
per arrow direction, to open.

Keep closed when not in use to prevent leaks.

INCLUDED IN PACKAGE:
[Rulsefire UBF
[(Picatinny adapter

[(Picatinny profile handle i

[Rechargeable battery
[Battery charger | ‘




IMPORTANT SAFETY AND USAGE INFORMATION

WHEN THE POWER SWITCH IS ON, AND THE TRIGGER BUTTON IS PRESSED, THE
SYSTEM WILL EMIT A BLAST OF FUEL AND FLAMES UP TO AND BEYOND 25 FEET
AWAY. DO NOT PRESS TRIGGER UNTIL READY AND AIMED IN A SAFE DIRECTION.

LITHIUM BATTERY SPECIFIC

DO NOT drop, puncture, submerge, short circuit,
or otherwise damage the battery or wires in any
way. If damage is sustained, move battery to a
fireproof location and contact your local
battery/hazmat disposal agency for instructions.
DO NOT charge or install any battery with visible
damage. DO NOT leave battery in direct sunlight.
DONOT charge except with a quality Li-Po balance
charger provided or recommended by Exothermic
Technologies. Battery performance is reduced
below 32[F - keep batteries at room temperature
for best performance. DO NOT charge unless
batteryis at least 32[F. Alow voltage cutoff circuit
exists to cut power to the trigger when voltage
reaches 10 5to protect the battery.\oltageis lower
duringusethanitis whenthesystem isidle,sobe
aware that it will stop seemingly early.

DO NOT discard in household trash -
contact local battery disposal facility.

BEFORE USE

Remove battery from the unit and charge in a
fireproof location. DO NOT leave unattended.
Battery must be fully charged before first use.
ALWAYS inspect battery for excessive bulging,
frayed wires, or other physical damage. DO NOT
pinch any wires when installing lid to housing, it
can cause a dangerous short circuit. DO NOT use
if you detect or suspect any fuel leaks or wire
damage. Contact us for instructions if a fault is
suspected or found.

DURING USE

DO NOT use in excessively windy conditions.
ALWAYS keep all body parts as far away as
possible from the nozzle. ALWAYS aim in a safe
direction (away from people, animals, and
materials not intended to beignited). DONOT aim
unit upward at an angle greater than 45 degrees
due to higher risk of fuel dripping onto operator.
Drips can occur at any time, even when the unit is
off.Use in an upright position only. DO NOT touch
nozzle area or electrodes during or immediately
after use to avoid burns or high voltage shocks.

i is stuff.
Seriously, read this
T REALLY IS IMPORTANT.

REFUELING

DO NOQOT open cap unless unit is on ground or
grounded surface. ALWAYS pour fuel with fuel
supply nozzle making direct contact with
reservoir or funnel. Adhering to these guidelines
will help prevent static buildup risks.

AFTER USE

Turn off main power switch. Extinguish any
residual flame at nozzle area by blowing air at it
from the side (DO NOT put yourself in front of the
nozzle for any reason). Close the nozzle valve. DO
NOT touch nozzle area or electrodes during or
immediately after use to avoid burns or high
voltage shocks.

STORAGE

Unit should be stored with reservoir nomorethan
3/4 full to allow for expansion.Ensure nozzle valve
isin closed position. Disconnect battery and store
separately in a fireproof area away from water,
heat, sparks, or other physical hazards. Battery
should be stored with its charge around 111113
volts for maximum longevity.

GENERAL

Keep out of reach of children. DO NOT expose to or
use in temperatures greater than 140[F or lower
than 20[F. DO NOT drop or impact. DO NOT
transport while filled with fuel, as fuel may leak
from nozzle. If temperature or elevation changes
significantly, slowly open and closethe cap briefly
to vent any excess pressurein or out. DO NOT use
if there is any malfunction whatsoever. Contact
us and we will take care of it.

ARC IGNITION

High voltage sparks are generated between the
electrodes at the nozzle. DO NOT stare at spark.
DO NOT touch or bring any part of your body or
any other object near the electrodes during use.
DONOT useif thewires from the electrodes tothe
arcignition box are damaged.

SHORT RANGE NOZZLE NOTICE

If your model is equipped with a short range fan
nozzle, it produces an extremely hot flame blast.
DO NOT press the trigger for more than one
second at atime with this nozzle installed.
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OPERATING INSTRUCTIONS

Remove the battery from the unit
and charge in afireproof location.

Connect USB-C cable to back of
charger and other end to a
suitable 5V USB power supply capable of 2A
output. The LED will flash green (Fgure .

READ THE WARNINGS ON PAGE 4
REGARDING LITHIUM BATTERIES.

Connect balance connector to charger, orienting
the two raised ridges on bottom (Fgure 2). The
charger should flash red to indicate charging is
in progress. If it becomes solid red, there is a
problem, and it should be disconnected.

When charging is finished, the LED will become
solid green. Disconnect battery from charger
and power source from charger.
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Remove the lid from the Pulsefire
by removing the black thumb
screw from the rear of the unit
(Fgure3).Slide the cover rearward
and off (Hgure 4).

Plug the battery's yellow connector into the
Pulsefire's yellow connector (Hgure 5). Position
the battery such that the wires are to the rear of
the unit.

Use extreme caution and tuck wires out of the
way before reinstalling lid. If they are pinched or
damaged, a dangerous short can occur.

Fgure3

Fgurel

Fgure 2

Fgure 4






















